


The post and Rail Fencing system are entirely <P
customizable and can be altered to suit your individual 1
needs,they come with a standard post of 5 inch X5.8
inch and your choice of either 2, 3, 4, or cross rail

system. Configuration may be altered upon request.

Notching «\ﬂ

Hassle free installation with the use of notched rails,

removing the need for nails and screws.
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2 Rails Horse Fence

]

3 Rails Horse Fence

4 Rails Horse Fence

Crossbuck Horse Fence

Line Post

3—Way Post

End Post




BJ01 2 RAILS HORSE FENCE
PROUCT INFORMATION

BJ02 3 RAILS HORSE FENCE
PROUCT INFORMATION

RECOMMENDED

SIZE: HIGH 1700mm x WIDE 2500mm

AVAILABLE COLOR

white grey brown

01

grain

black

2500mm

A 1700mm

RECOMMENDED
SIZE: HIGH 2000mm x WIDE 2500mm i
AVAILABLE COLOR

2000mm

white grey brown grain black
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BJ03 4 RAILS HORSE FENCE BJj04 CROSS RAIL HORSE FENCE
PROUCT INFORMATION PROUCT INFORMATION

RECOMMENDED RECOMMENDED
SIZE: HIGH 2000mm x WIDE 2500mm ‘ 2500 2 SIZE: HIGH 2000mm x WIDE 2500mm
AVAILABLE COLOR ! AVAILABLE COLOR

/'

white grey brown grain black

white grey brown grain black
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SOLAR POST LAMP
PROUCT INFORMATION

TWO BRIGHT LIGHTING MODES SUITABLE POST CAP SIZE

=

e

GATES&ACCESSORIES
PROUCT INFORMATION

\
NN

4.5"x4.5" wood

3.5"
Adapter

BLACK POWDER COATING

EASY TO INSTALL

Ul | 38.4mm/1.51in

' [zsmmm.?am

Mé

30mm/1.18in

1. Remove the plastic film. 2. Turn on the switch at the bottom of the lid.

. - ; 4. Screw in the screws and plastic pieces to secure
f— 3. Rotate clocKwise to install the light on the base. the base on the wooden post.

05 06



HORSE RUNNING RAIL




BJ100#HORSE RUNNING RAIL
PROUCT INFORMATION

BJ1004# horse running rail, fence height: 1500MM, spacing from Post center to center: 2500MM, fence
post is made of 60MM high strength carbon steel pipe with integral diameter sprayed by integral hot dip
galvanizing, fence board adopts 190MM wide UPVC extruded profile, the fence board has good flexibility
and high strength,can withstand high intensity impact and rebound recovery.It has high safety and forms a
safety protecgtion for the rider and the horse .t is a standard fence for large speed races held by clubs at
home and abroad inrecent years.

Post

One—piece curved arc steel post,no welding of elbow,integral hot dip galvanizing,white surface spray,
double protection, beautiful, high strength, corrosion resistance,service life of more than 30 years.
Fence Board

The fence board adopts modifled UPVC outdorr environmental protection formula, has high weather
resistance. the material does not fade, does not yellow, does not age, cold and wear resistant, high
flexibility, impact resistance. damage test does not break, very suitable for rlders and horse protection in
running races.

Embedded parts

Movable sleeve and snap—on connector, compact design and easy installation.
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BJ100#HORSE RUNNING RAIL
PROUCT INFORMATION

BJ101# horse running rail, fence height:1500MM, spacing from post center to center:2500MM, The fence post
adopts 50MMx108MM UPVC elliptical tube to form the elbow, and the fence tube adopts 50MMx108MM
UPVC elliptical tube.The fence is made of plastic material with high flexibility,can withstand a certain strength
impact and rebound recovery. Extremely high,there is no blind corner safety protecton for the rider and the
horse.In addition, PVCis never rusty and free of maintenance in the later stage. It is a fence commmonly used
in European horse racing.The fence is light in design, easy to install and econom-—ical.lt is suitable for all kinds
of small and medium sized racecourses and small club competition fences.

Post

The fence post adopts 50MMx108MM UPVC elliptical tube to form the elbow, which has the
characteristics of large elasticity and strong impact absorption capability.

Oval rail

The fence tube is 50MMX108MM UPVC elliptical tube,arc design,beautiful appearance, smooth and
round surface,effectively reducing impact damage.

Connector

T—type looper snap—on connector with locking device at the join with the column,can be precisely
connected with the column without the need of screws,and is easy to disassemble,suitable for active
installation.
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